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Overhead Catalyst Cleaners

Overhead Catalyst Cleaners
Overhead catalyst cleaner systems are specifically designed for the safe removal of spent catalyst from the top of the reactor tower . 
The system collects the catalyst carried by the exhaust air and discharges the spent catalyst into any suitable container .

Cleaner Complete example (See picture at right)

Model 
Number

Ordering 
Number Description Quantity

OHC-250 2000 3162 4104981 CLEANER COMPLETE* (~85 LBS .) 1

1806 1049100 SPARE MOTOR BLADES 4

OHC 2501 1284700 MAIN CLEANER BODY 1

FC 200 1 7/8 1245180 FC TYPE DRILL BIT – 1-7/8” DIA . 1

OHC 2507 1285300 DUST SEAL ASSEMBLY 1

OHC 2509 1 3/4 1285800 OHC TYPE DRILL BIT - 1-3/4” DIA . 2

OHC 2510 1286100 DUST SEAL GASKET 3

OHC 2511 1286200 RENEWABLE PILOT 1

WRENCH 5/8 14-0810 SHAFT WRENCH - 5/8” 1

3162 4075800 AIR MOTOR 1

OHC 2508 3/4 4105113 OPERATING HOSE & COUPLINGS - 50FT 1

OHC 2502 4105368 DISPOSAL TUBE ASSEMBLY 1

* Cleaner Complete includes three drill bits, three extra dust seal gaskets, a spare set of motor blades, and 
motor shaft wrench(s) 

Catalyst Cleaner Bits

Model 
Number

Order 
Number Description

FC-200-1 1/4 5/8NC 1716980PT Drill Bit – 1-1/4” Diameter

FC-200-1 3/8 1245160 Drill Bit – 1-3/8” Diameter

FC-200-1 1/2 9/16NC 1245153 Drill Bit – 1-1/2” Diameter

FC-200-1 5/8 9/16NC 1245175 Drill Bit – 1-5/8” Diameter

FC-200-1 5/8 5/8NC 1716622 Drill Bit – 1-5/8” Diameter

FC-200-1 3/4 5/8NC 1245155 Drill Bit – 1-3/4” Diameter

FC-200-1 7/8 5/8NC 1245180 Drill Bit – 1-7/8” Diameter

FC 200 1 15/16 5/8NC 1716521 Drill Bit – 1-15/16” Diameter

FC 200 1 23/32 5/8NC 1716542 Drill Bit – 1-23/32” Diameter

FC 200 2 1/2 7/8NC 1715100 Drill Bit – 2-1/2” Diameter

OHC-2509-1 5/8 1285900 Drill Bit – 1-5/8” Diameter

OHC-2509-1 3/4 1285800 Drill Bit – 1-3/4” Diameter

OHC-2509-1 7/8 1286000 Drill Bit – 1-7/8” Diameter

   Helps eliminate the danger of catalyst contacting the operator .

   Uses high-powered, high-performance air motor to remove catalyst 
quickly and efficiently .

   Cleaner systems are available for tubes from 1-3/16” up to 5” 
diameter (I .D .) .

   Specify tube size and gauge when ordering .
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